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ASPEN  

LL7A Ser ies Shoebox LED 

Features at a Glance

• Available in 30w to 300W

• Up to 150lm/W

• Colour Temperature: 3000K, 4000K or 5000K

• Available in Type 3, Type 4, Type 5 beam angle options

• Umbra grey powder coat finish with PMMA lens

• Slim design to minimise wind resistance

• IP65 Protection rating

• IK08 Impact Rating

• Non Dimmable as standard. 1-10V and DALI dimmable optional

• Casambi available on request

• Available with PE Cell via 3 pin Nema, optional 5 or 7 pin Nema 

Socket (on request)

• Range of mounting options to suit any application

• 1.5m of UV Resistant flex and plug

• Seven Year Warranty*

Dimming and Control

Various dimming options avaliable. Optional photocell avaliable as shown.

Environment and Safety

The Apsen has been made environment friendly with no glass to break, no

dangerous chemicals, and no risk from exposed voltages.

Dimensional Drawings

*Five year warranty is based on maximum usage of 
25,000hrs. See warranty document for more details.

Specifications subject to change without notice.
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Product Group Group Designation Dimming Wattage Distribution Colour Temperature Mounting Accessories

Shoebox LL7 Aspen A Non-Dim D0 30W 30 Type 3 T3
Cool White 

(5000K)
C Standard S Nil

1-10V D1 60W 60 Type 4 T4
Natural White 

(4000K)
N

Square 

Pole
Q

Photocell 

(via 3pin 

nema 

socket/

sensor)

PE

DALI DD 100W 100 Type 5 T5
Warm White 

(3000K)
W3

Round 

Pole
R

120W 120 Trunnion T Motion 

sensor
MS

150W 150

200W 200

300W 300

Technical Parameters

Key Family Details

Dimming Non Dimmable as standard. 1-10V and DALI dimmable optional

Colour RAL 7022 (Umbra Grey)

Body Zinc plated steel and aluminium

Protection rating IP65

Input Voltage 220 - 240Vac

Power Factor 0.90

Efficacy Up to 150lm/W

CRI >70

Impact rating IK08

Power connection Flex

Operating Range Ta -40ºC to +45ºC

Storage Temperature -40ºC to +65ºC

Humidity (non-condensing) 15-90%

Model 

Numbers
LL7Ax100xxxx LL7Ax30xxxx LL7Ax120xxxx LL7Ax120xxxx LL7Ax150xxxx LL7Ax200xxxx LL7Ax240xxxx LL7Ax300xxxx

Power 30W 60W 100W 120W 150W 200W 240W 300W

Lumens 4050lm 9000lm 14,000lm 16,200lm 20,250lm 28,000lm 33,600lm 42,000lm

Dimensions 

(mm)
531x260x66 531x260x66 531x260x66 531x260x66 581x310x66 581x310x66 767x330x77 767x330x77

Weight (kg) 5.5 5.5 5.5 5.5 6.8 6.8 9.6 9.6


